
 

Units 5 & 6 Hillside Industrial Estate 
London Road, Horndean,  
Hampshire, PO8 0BL 
Tel +44 (0)23 9259 9410    
Fax +44(0)23 9259 8723    

Page 1 of 6 AT1057 A 
EDS 1 and 2 Slider Panel 

Operating Instructions 

 

 
 
 
Installation and Operation Guide for the Anytronics EDS 1 and 2 Slider Panel Units 

 
This equipment should only be installed by competent electricians, the responsibility for safe 
and correct installation of the system rests with the installer and these notes are intended only 
for guidance. 
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1. Overview and Operation 
 

The Anytronics EDS slider panel units are design to be used with each other to reduce 
installation wiring whilst also providing a simple user interface for operators. The system 
would normally contain an EDS 1 slider panel and the up to 3 off EDS 2 slider panels to 
provide up to 16 channels of DMX control. 
 
EDS 1 Slider Panel 

 
The EDS 1 panel provides a single global slider to raise and lower all channels in operation 
within the system. A single blackout button is provided to switch all channels in operation 
off and on as required. A single red led is provided to indicate when the system is in 
blackout mode and all channels are off. The EDS 1 also provides 4 individual sliders for 
the first four channels of DMX within the system. 
 
The rear side of panel contains both a in / out RJ45 DMX socket along with a DIL switch 
and the connectors for the external blackout control. 
 
EDS 2 Slider Panels  

 
The EDS 2 panel provides 4 individual sliders for control of 4 channels of DMX within the 
system. The actual channels being controlled by an EDS 2 panel will be determined by the 
panels position within the chain.  
 
The rear side of panel contains both a in / out RJ45 DMX socket and no further options. 
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2. Power Supply & Connection 
 
The EDS panels require a +5V DC supply capable of suppling up to 30 mA per unit. When 
using multiple panels. 
 
The following shows 4 off EDS panels chained together to control 16 channels of DMX 
and combine with an Anytronics CB Series dimmer to provide power to the units. 
 

 
Note: The cable run from the CB pack to first EDS should be less than 10 metres and the 
cables between each EDS should be under 0.5 metres.  
 
  
 
The following shows 4 off EDS panels chained together to control 16 channels of DMX 
and combine with an Anytronics AS180 PSU to provide power to the units. The AS180 
then provides connection to other OEM equipment. 
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Note: The cable run from the AS180 to first EDS should be less than 10 metres and the 
cables between each EDS should be under 0.5 metres.  
 
 
 

3. Mounting 
 
The EDS units should be mounted using UK double pattresses with an approximate depth 
of 32 mm. 
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4. Configuration 
 
 
4.1. EDS DIL Switch Settings 
 
The external trigger function of the EDS1 panel allows the operation of the blackout 
function remotely via the 2-way screw terminals located on the PCB.  
 
The 2-way DIL switch determines how the external trigger functions as detailed below. 

 

 
 

Two Way DIL Switch 
DIL No. Name Function 

1 Trigger Level ON = External trigger raises all channels to full on. 
OFF = External trigger dims all channels to full off. 

2 Trigger Type ON = External trigger is a latching switch 
OFF = External trigger is a momentary switch 
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5. Specification 
 

 Supply: 
 

o +5 V DC via Category 5 DMX cable from Anytronics Dimmer or AS180 PSU 
o 30 mA per unit 

 
 Connections: 

 
o DMX input/output via RJ45 connector   
o Data received from 4 to 64 DMX Channels 
o Data output from 4 to 64 DMX Channels 
o Low voltage input for external blackout control (Master Only) 

 
 Controls: 

 
o One master dim slider (Master Only) 
o One blackout button (Master Only) 
o One blackout indication LED (Master Only) 
o 4 Sliders per panel for individual channel control 
o External blackout recall via low voltage contacts 

 
 

 Temperature Range: Ambient 0°C to 40°C 
 

 Dimensions: 146 x 86 x 23 mm, to be used with 35 mm UK double pattress  
 
 Weight: Net 0.14 kg 
 
 Country of Manufacture: UK 
 
 Compliance:  
 

o Low Voltage Directive (2014/35/EU) 
o WEEE (2012/19/EU) 
o RoSH (2011/65/EU) 
o CE 

 
 Warranty: 3 Year (Return to Base) 
 

 
 

 
 
 
 
 
 
 


