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Installation and Operation Guide for the Anytronics Mini Desk 512 
 
This equipment should only be installed by competent electricians, the responsibility for safe and correct 
installation of the system rests with the installer and these notes are intended only for guidance. 
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1. Overview and Operation 
 

The Mini Desk 512 is a handheld unit allowing manual control of DMX levels over the complete 
address range of 1 to 512 channels. The unit allows 12 sequential channels to be adjusted at a time 
along with a master level controlling all channels in the universe. 
 
The Mini Desk 512 also includes a built in Lumen Radio module for wireless DMX use and includes 
a battery for complete wireless operation. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Mounting 

 
The desk has various mounting options, including loops for neck lanyard use and key slots for direct 
mounting to a wall. 

 
3. Power Supply & Connection 

 
The unit requires a +5V DC supply capable of suppling up to 500 mA via a 2.5mm (Center positive) 
barrel jack. 
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4. DMX Settings 
 
4.1. DMX Addressing 
 
The desk has 3 off address dials to set the current working 
range of the 12 sliders, the working address range is 1 to 512. 
When using addresses 502 to 512 the sliders whose address 
is above 512 will loop back around to the lower channels. 

 
 
 
 
During start-up the address of the dials is used, and the sliders will automatically be active, when 
changing DMX address the “Address Set Button” must be pressed to set the address and 
allow the sliders to become active. 
 
Note: Addresses 000, 513 to 999 have no function. 

 

4.2. Wireless DMX 
 
The wireless DMX is based on the Lumen Radio CRMX module and is 
built into the unit as standard. The front panel has a dedicated section for 
the wireless module with the following features. 
 

 Green LED to indicate wireless power. 
 Yellow LED to show sync status 
 Sync button 

 
To sync all available receivers the “Sync Button” should be pressed, the yellow Sync LED will then 
flash while the unit searches for devices. Once discovery has been completed the Sync LED will 
become solidly lit again. 

 
4.3. Wired DMX 
 
The desk provides two outputs for the wired DMX, either a RJ45 or XLR connection. Only one 
connection should be used at a time, however both a wired and wireless connection may be used 
at the same time. 

 
5. Battery Supply 

 
The desk has a built-in battery supply allowing complete wireless operation, 
the battery has minimum operating time of 10 hours. Once the battery has 
discharged the red “Battery Low” LED will be lit, however the unit should 
operate for up to another hour before completely shutting down. 
 
Connecting the supply to the desk will auto-charge the battery, during this 
time the blue “Battey Charging” LED will be lit. The charging can take up to 
5 hours to complete and will automatically switch off once the charge cycle 
has completed. 
 
 
Note: Leaving the unit permanently connected to the supply will not damage the battery due to the 
smart charge functionality. 
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6. Specification 
 

 Supply: 
 

o +5 V DC 500mA via 2.5 mm (Center Positive) Barrel Jack 
o Built In Battery Supply (Up to 10 Hours Operation) 

 
 Connections: 

 
o DMX output via RJ45 connector   
o DMX output via 5 Pin XLR Connector 
o DMX output via Lumen Radio Wireless Module 
o 1 SMA Connector 

 
 Controls: 

 
o 12 Channel Level Sliders 
o 12 Channel Flash Buttons 
o 1 Master Level Slider 
o 3 DMX Address Dials 
o 1 DMX Address Set Button 
o 1 Lumen Radio Sync Button 
o 1 Main Power Switch 
o 1 Wireless Power Switch 

 
 Indicator: 

 
o 1 Green Main Power LED 
o 1 Blue Battery Charging LED 
o 1 Red Battery Flat LED 
o 1 Green Wireless Power LED 
o 1 Yellow Wireless Sync LED 

 
 Temperature Range: Ambient 0°C to 40°C 

 
 Dimensions: 280 x 105 x 60 mm  
 
 Weight: Net 0.90 kg 
 
 Country of Manufacture: UK 
 
 Compliance:  
 

o Low Voltage Directive (2014/35/EU) 
o WEEE (2012/19/EU) 
o RoSH (2011/65/EU) 
o CE 
o FCC part 15 modular approval 
o ETSI EN 300 328 v2.1.1 compliant 

 
 Warranty: 3 Year (Return to Base) 
 


