
Made in the UK
Delivering trusted engineering  
and consistent build quality

PRECIS ION L IGHTING CONTROL ,  ENGINEERED WITHOUT COMPROMISE

AnyScene 512 Double Gang
Simple, Stylish DMX Scene Control

All models available in: Mark Resistant Brushed Stainless Steel, White or Fine Textured Black. Other finishes and printing / engraving available to special order

Take control with the AnyScene 512 – a sleek, stand-alone DMX scene recall unit 
that works with any DMX 512 device. No PC required. No hassle.

Why Choose AnyScene 512?
•	Control up to 512 DMX channels

•	Store and recall up to 23 scenes + blackout (10 
button model), 2 simpler models available to recall 4 
scenes + blackout (5 button model) or just 4 scenes 
(4 button model)

•	Easy programming from any DMX desk / control 
source

•	Auto-cycle mode with speed & level control – great 
for display lighting

•	External scene recall (0–7) via screw terminals – 
integrates easily with cinema automation systems

•	Master level control (on 10 button model only) + full 
scene status LEDs

•	Latest input takes control – external or on-panel

•	DMX terminator built in (120Ω switchable)

•	Dimmable front panel LEDs

Smart Install Features
•	Use up to 3 panels per system

•	2 x RJ45 or screw terminals for DMX & power

•	Fits standard UK double backbox (32mm+)

•	Auto DMX backup – external DMX when connected 
and present in the control system will take over 
the system control whilst the AnyScene will 
automatically step down. The Data LED (yellow) will 
be solidly lit when the system is in this configuration

•	Need more complex scene-based DMX control - 
check out our AnyLight system
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Installation with  
Anytronics dimming pack
AnyScene units can be powered directly from Anytronics 
dimming / switching packs, interfaces and LED drivers via 
a standard RJ45 for data and power connection. Expansion 
DMX through connections provided from dimming packs or 
interfaces via XLR, RJ45 or screw terminals.

DMX

RJ45 Cable

DMX

220/240V ac

RJ45 Cable

AS180
Power Supply & 
DMX Connectors

Installation with  
other DMX equipment
AnyScene units can be connected to other manufacturers 
DMX equipment via the AS180 interface which requires 
a 220/240V ac supply.

Designed specifically for Anytronics AnyScenes. 
Can also be used with OEM lighting control systems
•	Robust galvanised steel enclosure with mounting flanges, 2m 

mains supply cable, mains supply neon indicator and various 
DMX connection options:

	– AS180 - Includes 1 x male + 1 x female 5 pin XLR 
connectors (3 pin XLRs to special order) + 2 x RJ45 sockets 
with +5V supply for all AnyScenes

	– AS180HW -This model has 2 x RJ45 sockets + 1 x plug in 
4 way screw terminal block for hardwired DMX connections 
(no XLR connectors)

	– AS180DR or AS180HWDR - Models with suffix ‘DR’ are 
fitted with Din Rail mounting clips to the mounting flanges to 
allow unit to be Din Rail mounted.

•	Dimensions: Length including flanges 147mm, Width 90mm, 
Height 50mm

AS180 Power Supply &  
DMX Connectors


