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Delivering trusted engineering  
and consistent build quality

PRECIS ION L IGHTING CONTROL ,  ENGINEERED WITHOUT COMPROMISE

Contractor MR Intelligent DMX Mains 
Relay Switching System - 6, 12 or 24 Channel

Anytronics are pleased to present a new range of 
intelligent DMX controlled mains relay switching 
systems.

All models are built into standard electrical cabinets 
with steel hinged lockable doors (glass doors to 
special order), the 6 and 12 output models are built 
into a (HxWxD) 500 x 400 x 150mm housing. The 24 
output channel model (HxWxD) 600 x 600 x 200mm 
housing.

A wide range of options allow the customer to 
‘customise’ their exact requirements, these include: 
Mains Supply: Single or 3 phase  
Supply Input Switch: Isolator or RCD.  
Output Protection: Single Pole MCB, Neutral 
Switching MCB, RCBO, Techna or ABB 
manufacturer. Current selection (6A,10A,16A) on a 
per output channel. Arc Fault Detection Devices 
combined with RCBO (AFDD) can be offered 
to special order, price and manufacturer to be 
discussed with Anytronics.  
DMX in & thru connectors: 2 sets of 3 way screw 
terminals (hardwired DMX), 2 x RJ45 sockets, 5 pin 
XLR connectors (1 x male + 1 x female), 3 pin XLR 
connectors (1 x male + 1 x female).

To avoid any chance of large surge currents being 
present when all circuits are selected to come on, 
each relay has a delay of 0.25 second at power on.

•	 Individual control of each output via standard DMX

•	Single pole MCB, Neutral Switching MCB, or RCBO

•	Choice of protection device manufacturer: ABB or 
Techna

•	Arc Fault Detection Devices  combined with RCBO 
(AFDD) can be offered to special order, price and 
manufacturer to be discussed with Anytronics

•	DMX sensing mode (no channels on desk used for 
switching on/off DMX devices)

•	Per channel manual override switches

•	Status indication for: channel on/off, Electronics on, 
DMX present data LED

•	Single or 3 phase supply

•	 Isolator or RCD mains supply switching

•	External input / emergency override input

•	Steel hinged door as standard, certain models may 
be available with glass door option

•	Loss of DMX signal options: hold last value or 
switch all channels off after 10 minutes

•	2A MCB for electronics protection and auxillary 
live supply provided via terminals (no fuses or user 
serviceable parts)

Contractor 24 MR with RCBO (Techna),  
3 phase supply isolator, DMX/IN through  
via 2 x 3 way screw terminals and 2 x RJ45.
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SPECIFICATIONS 
Model Contractor MR

Part code WP160 - WP165

Supply

Operating voltage 230Vac, 100A,  
single / three phase

Output

6, 12 or 24 Switched Channels at 6A, 10A or 16A each

DMX Connections

Standard 2 x RJ45 sockets + 2 x 3way screw terminal blocks.  
Options: 1 x male + 1 x female 5pin XLR connectors or 3 pin XLR

Dimensions

L x W x H (mm)
500 x 400 x 150 (6 &12 units)

600 x 600 x 200 (24 unit)

Weight

Nett (6 &12 Channel) 15kg

Nett (24 Channel) 26kg

Compliance

Complies with relevant part of current  
UKCA & CE regulations for:-

EN55014 / EN50081 -1 emissions , EN50082 -1 immunity LVD:
EN60439 / EN60950.
WEEE (2012/19/EU),
RoSH (2011/65/EU),
CE / UKCA

DMX Address Setting
The unit has two modes of DMX operation which are 
selected via the DMX Address dials.

In standard DMX mode each output is independently 
controlled and the full range of a universe can be 
used with the unit.

In DMX sense mode the unit waits until a valid stream 
of DMX is present before sequencing the outputs 
on. The unit will then sequence the outputs off again 
once the DMX stream has been lost after 10 minutes.

Contractor 12 MR with MCB (Techna),  
1 phase supply isolator, DMX/IN 
through via 2 x 3 way screw terminals 
and 2 x RJ45.


