ade in the UK
Delivering trusted engineering
nd-consistent build quality
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MiniDesk 512

Handheld DMX Control Desk

The MiniDesk 512 is a highly versatile and portable
lighting desk providing complete control over a full
DMX universe of 512 channels.

The desk provides BCD wheels for address setting
and twelve sliders to provide individual control over
each channel in the current range. Accompanying
each channel slider is a flash switch for fast channel
control.

A master slider provides overall dimming control of all
512 channels with the universe.

The desk has a internal battery allowing continuous
operation for over 12 hours on a single charge and the
internal charging circuitry provides battery conditioning
to prolong battery life.

The desk incorporates Lumen Radio’s CRMX
transmitter module to provide true wireless operation,
with the output options of wired, wireless or both
DMX output.

¢ |ndividual control of all channels with a
DMX Universe

e Master level control

e 12 channel sliders

e 12 flash switches

e Lumen Radio transmitter module

e Internal battery power with over 12 hours operation
e Built-in battery charging circuit

e BCD wheel address set

e Handheld operation

e Lanyard clip points

* AS181R Wireless receiver module also available
e Supplied with plug-in 12V Power Supply

¢ 4 to 5 hours charge time

e Can be charged from 12V external supplies

e ON / OFF wireless DMX switch

e 2 x Channel marker bars (25mm wide)

PRECISION LIGHTING CONTROL, ENGINEERED WITHOUT COMPROMISE



WIRELESS
POWER

DMX Address Setting

The desk has 3 address dials (Hundreds, Tens, Units)
to set the current working range of the 12 sliders,

the working address range is 1 to 512. When using
addresses 502 to 512 the sliders whose address

is above 512 will loop back around to the lower
channels.

Once the address has been selected the ‘Address
Set’ button must be pressed to activate desk.

Battery Supply

The desk has a built-in battery supply allowing
complete wireless operation, the battery has
minimum operating time of 10 hours. Once the
battery has discharged the red “Battery Low” LED
will be lit, however the unit should operate for up to
another hour before completely shutting down.

Connecting the supply to the desk will autocharge
the battery, during this time the blue “Battery
Charging” LED will be lit. The charging can take up to
5 hours to complete and will automatically switch off
once the charge cycle has completed.
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SPECIFICATIONS

Model MiniDesk 512
Part code D175
Supply

Operating voltage Nominal 12Vdc 1A

Output

RJ45 & 5 pin XLR Female Connectors (wired DMX)
+ Lumen Radio (wireless DMX)

Dimensions

LxW xH (mm) 322 x110x60
Weight

Net 0.5kg

Gross 1.0kg
Compliance

Complies with relevant parts of current
UKCA & CE regulations for:-

LOW VOLTAGE DIRECTIVE (2014/35/EU)
WEEE (2012/19/EU),

RoSH (2011/65/EU),

CE / UKCA

Anytronics Limited
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